STREET
SITE /PLOT PLAN

SHOW LOCATIONS OF HOUSE, GARAGE, POOL AND DETACHED STRUCTURE.

SHOW LOCATION OF PROPOSED PATIO COVER WITH DIMENSIONS TO PROPERTY LINES AND ADJACENT
STRUCTURES.

GENERAL NOTES

1)
2)
3)
4)

5)
6)
7)

8)

ALL FRAMING TO BE DOUGLAS FIR GRADE #2 OR BETTER.

METAL CORROSIVE RESISTANT PLATE REQUIRED UNDER ALL POSTS.
RAFTERS MAY NOT ATTACH TO FASCIA.

ROOF SHEATHING: 32" MAX SPAN FOR 1X T&G. 48" MAX SPAN FOR

2X T&G DOUGLAS FIR CONSTRUCTION GRADE.

CONCRETE STRENGTH 2500 P.S.I. @ 28 DAYS.

REINFORCEMENT 40 K.S.I. YIELD STRENGTH.

DESIGNS WHICH PROVIDE A POINT LOAD OVER FRAMED MEMBERS REQUIRES
A LICENSED ARCHITECT OR ENGINEER.

INSTALL OR VERIFY SMOKE AND CARBON MONOXIDE DETECTORS ARE EXISTING
PER CRC R341.1 AND R315.2.
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POST COLUMN BASE ICC

o FOR A LATERAL LOAD
o OF 500LBS MIN.)
o

N 2-#4 @ BOTTOM E.W.

APPROVED (RATED

Ol
BEAM W/CAP (Rated for a/ o

TRELLIS MEMBER
W/2-8d TOE-NAILS

MIN.

N M K X NRIL

2X BLK'G W/
FRAMING CLIP

:
[ lateral load of 500lbs Min.) POST
PAD FOOTING DETAIL TRELLIS DETAIL
ALLOWABLE SPANS FOR DF #1 BEAM ALLOWABLE SPANS FOR DF #2 ROOF RAFTERS
Maximum span of tributary Load 20'-0" Light dead load (up to 10psf)/Max roofing load: 3psf (Asphalt Shingles)
live load :20psf
SPAN BEAM SIZE RAFTER SIZE SPACING ALLOWABLE SPAN
Up to 4'-0" 4X4 2X6 24" 10- 0"
4"-1" t0 60" 4X6 16" 12-6"
6'-1" to 8'-0" 4X8 24" 13"- 0"
8-1"to 10'-10" 4X10 2X8 16" 14'- 6"
10'-0" to 12'-0" 4X12

This plan is not for Special Fire Protection Areas.

All post to beam and post to footing connectors must be at the jobsite at time of foundation
inspection for approval prior to pouring of concrete.

APPLICANT: PROPERTY OWNER:
APPLICANT'S SIGNATURE: ADDRESS:
PROJECT ADDRESS: PHONE NO.:

E-MAIL:
CONTACTOR'S NAME:
COMPANY NAME:
ADDRESS:
STATE LICENSE # & CLASS:
E-MAIL:

PHONE NUMBER:




HEAD HEIGHTS FOR EXITING, SCREEN DOOR

AT PATIO ROOF SO ROOF FRAMING CLEARS
SWINGS, ETC.

EXISTING DOOR OPENING - SET BEAM HEIGHT

ROLLED/ TORCH-DOWN, OR BUILT-UP ROOF

2X ROOF FRAMING

DRIP FLASH

i

26 GA. GALV. FLASHING OVER
BITUMEN ON WOOD FRAMING

"IN
R

FOR PAD FOOTING 2-#4 @ BOTTOM E.W.
FOR CONT. FOOTING 2-#4 @ TOP &
BOTTOM

"? Z; 1X T&G BOARDS W/2-8d NAILS PER RAFTER . *
OR %" CDX PLY. W/gd @ 6,6,12 ,  36"MINIMUM
SEALANT BOUNDARY NAIL '| OR "X"
/ SLOPE (1/4'/FT) \
M PROPERTY
N /N LINE
A" |
1 2X BLOCKING @ 4-0"0C —— N 2X BLK'G W/ICC APPROVED
il FRAMING ANCHOR AT EA. BLOCK
J 26 GA. GALV. FLASHING STRIP
SEE ALLOWABLE SPAN TABLE
L DOUBLE-SHEAR JOIST HANGER FOR BEAM WITH:
2X LEDGER W/ 3/8"X5" LAG BOLT EA. STUD 1.1CC APPROVED CAP (Rated for a
PREDRILLED WITH 3/16" BIT. lateral load of 500Ibs min.) OR
2.1CC APPROVED T-STRAP BOTH
SIDES (Rated for lateral load of
500lbs Min.), OR
3.1CC APPROVED CAP WITH KNEE
BRACES AT EACH SIDE OF COLUMN.
SEE ALLOWABLE SPAN SPAN /6 MAX.
TABLE FOR RAFTERS |
=
2
10" MIN. TREAD =z 4x4 POST
3-0"MIN. CLR @ LANDING =
2
MAINTAIN CONC. BELOW ~ 5' MINIMUM
H /_ WEEP SCREED
A}
VALZW i ABOE RN L[S MAXSTEP @ SIDE CLEARANCE PER
DOOR "
MANF. RECOMENDATIONS
4 — .. 3 RISERS OR LESS NO
= Lo ’ ) HANDRAILS REQUIRED COLUMN BASE
%e #3 DOWEL @.24" O.C. —2 % //_
S e 775 MAXRISER 3 [ ASE PLATE AS PART
. - - l AN~ Ol = S
| T 7 = = = .4_. . 6" MIN. OF LISTED PRODUCT.
- U B P NINININIONINL =
<4 # @ NOSING/ “”,gggg} X
‘ IR .
4" CONC SLAB W/#4 @ 16" N z
0.C. E.W. SATURATE THE . =
> SOIL 18-IN DEEP 3 4 5
[ ] % ~—

*
Building without fire sprinklers where 5' > X > 3' the projection shall be 1-hour construction on the underside
(TABLE R302.1(1)). See details 1-3. Buildings with fire sprinklers do not require fire rated construction.

= b»




CLASS "A"
ROOFING MATERIALS

ONLY
BEAM——
EXTERIOR
~ STUCCO UNDER
POST EAVE
— 24"
MAX.

2X ROOF FRAMING

ASPHALT SHINGLE ROOFING
3:12 PITCH MINIMUM

1X T&G BOARDS W/2-8d NAILS PER RAFTER
OR$" CDX PLY. E/8D @ 6.6.12

ROOF FELT - LAP O/ FLASHING

CONT. FACIA &

/_ BLOCKING

WEATHER
PROTECTION OVER
(1) LAYER OF 5/8"

TYPE "X" D.W.
—— WOOD SIDING
24"
MAX.
CLASS "A"
ROOFING MATERIALS
ONLY

1 1/8" PLY OR 2X SHTG.
MIN. (2) SOLID BLOCKS

4X6 MIN. HEAVY

\/ TIMBER

—JL—F 24" |

MAX.

®

EXTEND ROOFING MIN. 4" BEYOND
EDGE OF FLASHING

B.N.
26 GA. GALV. FLASHING
MIN 4" BEYOND ROOF JOINT

SLOPE (1/4'FT)
A\ T

2X BLK'G
W/FRAMING CLIPS
BEAM W/CAP (Rated
foralateralload of ——— 7
500Ibs Min.)
G.I. DRIP FLASHING
POST 2X FASCIA
A
v
ICC APPROVED T-STRAP BOTH
" A SIDES (Rated for lateral load of
20 / 500lbs Min.)
< | e o Yo o] <
e
5 ®
& Il
B /

/ Z o
4X BRACE W/ (2) 1/2" ALT: THROUGH BOLT
LAG BOLTS MIN. 2"

2

{ L
ROLLED/TORCH-DOWN,
OR BUILT-UP ROOF
1X T&G BOARDS W/2-8d

NAILS PER BOARD OR 1/2"
CDX PLY. W/8d@6,6,12

DOUBLE-SHEAR
JOIST HANGER

2X LEDGER W/ 1/2"X5"

LAG BOLT @ 16" OC

TO TOP PLATE

INTO BEAM AND POST
KNEE BRACE DETAIL CONNECTION DETAIL
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